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Installing your new Hard Drive Cooler: 

1 . The Hard Drive Cooler features a front display panel, two fans, two heatsinks, and a cold plate. 

2. Place the Hard Drive Cooler on a flat surface, with the bottom side facing up. 

3. There are two adjustable screws on one side of the cold plate. Loosen both screws. 

4. Turn the Hard Drive Cooler over. The heatsinks should be on both sides. The cold plate should be in the middle, with the opening facing up. 

5. Adjust the heatsinks so that your hard drive fits between them. Then slide your hard drive into the tray, with the bottom of the hard drive 
facing the cold plate of the cooler. Fasten your hard drive to the tray with the provided screws. 

6. Tighten the two adjustable screws on the bottom of the cold plate. Make sure the hard drive is tightly fastened. 

7. There are two temperature sensors. One has a long (75 cm) wire, and the other has a shorter (20 cm) wire. Using 
the included thermal tape, attach the shorter sensor to the metal plate on top of your hard drive (picture 1). 

8. Install the Hard Drive Cooler into any available 5.25" drive bay. 

9. Guide the long sensor wire into the case. Using the provided thermal tape, attach the sensor to a non-removable part of the case. If you 
want, you can leave the sensor hanging freely inside the case. 

10. Connect the male 4-pin connector on the Hard Drive Cooler to any female 4-pin connector on your power supply. 


Setting the temperature display: 

Before you install the hard drive, locate the temperature display selection switch (picture 2). Set the switch to the left position for Fahrenheit, 
and to the right position for Celsius. 


A note on the thermally-controlled fan speed 

The fan speed is controlled by the short sensor, which monitors the temperature of your hard drive. When you power-up your system, the fans 
begin spinning at 4500 RPM. Once the temperature reaches 30°C the fan speed begins to increase at a linear rate. Maximum fan speed 
(5500 RPM) occurs at 40°C (104°F). 


